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Commission shall consult with the Of-
fice of the United States Trade Rep-
resentative (USTR), as necessary, con-
cerning any disputes arising under an 
MRA for compliance with the Tele-
communications Trade Act of 1988 
(Section 1371–1382 of the Omnibus 
Trade and Competitiveness Act of 1988). 

[64 FR 4995, Feb. 2, 1999, as amended at 66 FR 
27601, May 18, 2001; 69 FR 54034, Sept. 7, 2004] 

CERTIFICATION 

§ 2.1031 Cross reference. 
The general provisions of this sub-

part § 2.901 et seq. shall apply to appli-
cations for and grants of certification. 

§ 2.1033 Application for certification. 
(a) An application for certification 

shall be filed on FCC Form 731 with all 
questions answered. Items that do not 
apply shall be so noted. 

(b) Applications for equipment oper-
ating under Parts 11, 15 and 18 of the 
rules shall be accompanied by a tech-
nical report containing the following 
information: 

(1) The full name and mailing address 
of the manufacturer of the device and 
the applicant for certification. 

(2) FCC identifier. 
(3) A copy of the installation and op-

erating instructions to be furnished the 
user. A draft copy of the instructions 
may be submitted if the actual docu-
ment is not available. The actual docu-
ment shall be furnished to the FCC 
when it becomes available. 

(4) A brief description of the circuit 
functions of the device along with a 
statement describing how the device 
operates. This statement should con-
tain a description of the ground system 
and antenna, if any, used with the de-
vice. 

(5) A block diagram showing the fre-
quency of all oscillators in the device. 
The signal path and frequency shall be 
indicated at each block. The tuning 
range(s) and intermediate fre-
quency(ies) shall be indicated at each 
block. A schematic diagram is also re-
quired for intentional radiators. 

(6) A report of measurements show-
ing compliance with the pertinent FCC 
technical requirements. This report 
shall identify the test procedure used 
(e.g., specify the FCC test procedure, or 

industry test procedure that was used), 
the date the measurements were made, 
the location where the measurements 
were made, and the device that was 
tested (model and serial number, if 
available). The report shall include 
sample calculations showing how the 
measurement results were converted 
for comparison with the technical re-
quirements. 

(7) A sufficient number of photo-
graphs to clearly show the exterior ap-
pearance, the construction, the compo-
nent placement on the chassis, and the 
chassis assembly. The exterior views 
shall show the overall appearance, the 
antenna used with the device (if any), 
the controls available to the user, and 
the required identification label in suf-
ficient detail so that the name and FCC 
identifier can be read. In lieu of a pho-
tograph of the label, a sample label (or 
facsimile thereof) may be submitted 
together with a sketch showing where 
this label will be placed on the equip-
ment. Photographs shall be of size A4 
(21 cm × 29.7 cm) or 8×10 inches (20.3 cm 
× 25.4 cm). Smaller photographs may be 
submitted provided they are sharp and 
clear, show the necessary detail, and 
are mounted on A4 (21 cm × 29.7 cm) or 
8.5×11 inch (21.6 cm × 27.9 cm) paper. A 
sample label or facsimile together with 
the sketch showing the placement of 
this label shall be on the same size 
paper. 

(8) If the equipment for which certifi-
cation is being sought must be tested 
with peripheral or accessory devices 
connected or installed, a brief descrip-
tion of those peripherals or accessories. 
The peripheral or accessory devices 
shall be unmodified, commercially 
available equipment. 

(9) For equipment subject to the pro-
visions of part 15 of this chapter, the 
application shall indicate if the equip-
ment is being authorized pursuant to 
the transition provisions in § 15.37 of 
this chapter. 

(10) Applications for the certification 
of scanning receivers shall include a 
statement describing the methods used 
to comply with the design require-
ments of all parts of § 15.121 of this 
chapter. The application must specifi-
cally include a statement assessing the 
vulnerability of the equipment to pos-
sible modification and describing the 
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